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 Ref. Certif. No. 

SG ITS-38907CCP 

  

IEC System of Conformity Assessment Schemes for Electrotechnical Equipment and Components (IECEE) 

 

Component Certificate of Conformity  

Component/Sub-Assembly 
 
S1 BAT High Voltage Lithium Storage System  

Name and address of the applicant 
 

 
batterX GmbH 
Ettore-Bugatti-Str. 51, 51149 Cologne, Germany 

 

Name and address of the manufacturer 
 

 
batterX GmbH 
Ettore-Bugatti-Str. 51, 51149 Cologne, Germany 

 

Name and address of the factory 
 
 

Note: When more than one factory, please report on page 2 

 
WeCo (Guangdong) Energy Storage Technology Co., Ltd. 
Building 1, No.2 of Zhengda Road, Chukeng, Dongkeng District, 
Dongguan, Guangdong, China 
 

 

 

Ratings and principal characteristics 
 
See page 2  

Trademark / Brand (if any)   

Customer’s Testing Facility (CTF) Stage used 
 
-  

Model / Type Ref. 
 
S1 BAT 2.5, S1 BAT 5, S1 BAT 7.5, S1 BAT 10, S1 BAT 12.5,  
S1 BAT 15, S1 BAT 17.5, S1 BAT 20, S1 BAT 22.5, S1 BAT 25  

Additional information (if necessary may also 
be reported on page 2) 

 
 

 Additional Information on page 2  

A sample of the component/subassemblies was 
tested and found to be in conformity with 

 
IEC 62619:2022  

As shown in the Test Report Ref. No. which 
forms part of this Certificate 

 
250303098GZC-001  

This Certificate of Conformity, issued by the National Certification Body, certifies that the above have been 
found to be in conformity with all relevant requirements of IECEE Component Certification program. This 
Certificate doesn’t cover the complete standard as some clauses are not applicable to the component/sub-
assembly and in this case the compliance is limited to the clauses/requirements identified in Test Report(s). 
 
Intertek Testing Services (Singapore) Pte Ltd 
5, Pereira Road, #06-01 
Asiawide Industrial Building 
Singapore 368025 
 
 

Date: 08 April 2025 
       

 
 

Signature:             Ong Keng Chuan 
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Ratings and principal characteristics 
 
S1 BAT 2.5: 51.2Vdc, 50Ah, 2.56kWh 
S1 BAT 5: 102.4Vdc, 50 Ah, 5.12kWh, 
S1 BAT 7.5: 153.6Vdc, 50 Ah, 7.68kWh, 
S1 BAT 10: 204.8Vdc, 50 Ah, 10.24kWh, 
S1 BAT 12.5: 256Vdc, 50 Ah, 12.8kWh, 
S1 BAT 15: 307.2Vdc, 50 Ah, 15.36kWh, 
S1 BAT 17.5: 358.4Vdc, 50 Ah, 17.92kWh, 
S1 BAT 20: 409.6Vdc, 50 Ah, 20.48kWh, 
S1 BAT 22.5: 460.8Vdc, 50 Ah, 23.04kWh, 
S1 BAT 25: 512Vdc, 50 Ah, 25.6kWh 
 
Additional information 
 
The battery system models S1 BAT 5, S1 BAT 7.5, S1 BAT 10, S1 BAT 12.5, S1 BAT 15, S1 BAT 17.5, S1 BAT 20, S1 BAT 
22.5, S1 BAT 25 respectively consist of 2, 3, 4, 5, 6, 7, 8, 9, 10 battery modules with model no. S1 BAT 2.5 connected in 
series, a control box with model no. S1 BMS and a support base with model no. S1 BASE. 

Additional information (if necessary) 

      
      
 
Date: 08 April 2025 
 

 
Signature:            Ong Keng Chuan       
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